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We can supply a wide range of washers in all diameters and finishes.
 
Rectangular section spring washers have an opened split, which closes 
once tightened.

• The closing action causes a spring effect, which helps combat vibration.
• Conforms to DIN 127A.

Single Coil Rectangular Section Spring Washers    
DIN 127A

CONTACT US FOR MORE INFORMATION.

AVAILABLE IN:

A2 Stainless 
Steel

BZP

FS 594325 EMS 713084 UK AEO C/00349/18

A4 Stainless 
Steel

d1 M2 M2.5 M3 M3.5 M4 M5 M6 M8 M10 M12 M14 M16

d2 4.30 5.10 6.10 6.60 7.55 8.15 11.70 14.85 18.00 21.00 24.10 27.30
s 0.50 0.60 0.80 0.80 0.90 1.20 1.60 2.00 2.20 2.50 3.00 3.50

Bronze 
Phosphor

d1 M18 M20 M22 M24 M27 M30 M33 M36 M39 M42 M45 M48 M52

d2 29.40 33.50 35.70 39.80 43.00 48.00 55.10 58.10 61.20 68.20 71.20 75.00 83.00
s 3.50 4.00 4.00 5.00 5.00 6.00 6.00 6.00 6.00 7.00 7.00 7.00 8.00
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s


